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JTILITY SITE PLAN
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INVERT CHART

ID# RIM | INV.IN INV. OU
CB#I | 50000 | - 1965
CB#2 | 4910 | 45575 #5555
CB#3 | 4979 | 45575 45555
CBi#4 | 4590 | 4564 156.2

CB#5A | 459.0 | 4564 -~ 456.2

CB#5B 4590 | 4BAND| 4562
051 1598 > 4572
052 1598 X <-- 4572
FES#| --- - 459.0
FES#2 | --- .- 459.0
PESH3 | --- --- 459.0

GENERAL NOTES

THROUGHOUT THE CONSTRUCTION PHASE OF THE PROJECT, CHANGES TO THE APPROVED SITE
PLAN ARE PROHIBITED, UNLESS A SITE PLAN REVISION APPROVAL IS SECURED FROM THE
PLANNING BOARD.

ALL STORM SEWERS ARE TO BE HDPE PIPE, UNLESS NOTED OTHERWISE.

ALL STORM AND SANITARY SEWER LINES ARE TO BE INSTALLED USING CATCH BASIN OR
MANHOLE INVERT ELEVATIONS., PIPE SLOPES ARE FOR REFERENCE USE ONLY,

ANY DRAINAGE STRUCTURES, DITCHES, ASPHALT, CURBS OR GRASSED AREAS DISTURBED DURING
CONSTRUCTION SHALL BE RESTORED TO ORIGINAL CONDITION.

ALL UTILITY SERVICE TO BE INSTALLED UNDERGROUND.

ALL FOOTING AND ROOF DRAINS ARE TO BE CONNECTED TO THE STORM DRAINAGE SYSTEM AS
INDICATED ON SITE PLAN THROUGH THE USE OF 6” DIAMETER PVC PIPE AS NOTED ON THE
PLANS,

IT IS THE CONTRACTOR’S RESPONSIBILITY TO ASSURE THAT ALL PIPING IS PROPERLY BEDDED
AND STABILIZED IN AREAS OF HIGH GROUND WATER AND/OR UNSTABLE SOIL CONDITIONS.

ALL AREAS 0OF DISTURBED EARTH SHALL BE STABILIZED BY MULCHING OR OTHER MEANS.
SEEDING OF GRASSED AREAS SHALL BE INITIATED AS SOON AS PRACTICAL TO MITIGATE
EROSION ON SITE. REFER TO EROSION CONTROL TECHNIQUES ON EROSION CONTROL SITE PLAN.

IT IS THE DEVELOPERS RESPONSIBILITY TO OBTAIN ALL NECESSARY PERMITS AND/OR
EASEMENTS FROM THE STATE AND LOCAL AUTHORITIES., RIGHT TO DRAIN, CONSTRUCTION RIGHTS
AND SLOPE RIGHTS AS MAY BE REQUIRED FROM ADJOINING PROPERTY OWNERS ARE THE
RESPONSIBILITY OF THE PROPERTY OWNER.

LOCATIONS SHOWN ARE APPROXIMATE AND ARE SUBJECT TO FINAL SITE SURVEY. IT IS THE
RESPONSIBILITY OF THE CONTRACTOR TO VERIFY ALL ELEVATIONS, PROPERTY LINES, LOCATION
OF UTILITIES AND SITE CONDITIONS IN THE FIELD. IF ANY DEVIATION OR ALTERATION IS
REQUIRED FOR THE COMPLETION OF THIS PROJECT, THE CONTRACTOR SHALL CONTACT P.W.
SCOTT ENGINEERING & ARCHITECTURE, P.C. SO THAT REVISIONS MAY BE COMPLETED.

ALL GRATES WITHIN 10 OF THE TRAVEL PATH TO COMPLY WITH ADA GRATE OPENING
REQUIREMENTS,

ALL EXISTING PIPING: ON AND OFF-SITE INVERTS MUST BE VERIFIED WITH AN A-2 SURVEY
PRIOR TO ANY SITE ACTIVITIES.

ALL PIPING SHALL BE INSTALLED TO CONFORM WITH H20 LOADING




